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Data Sheet 

OPUS B2m+ 7“ ISOBUS VT 
 

 

The OPUS B2m+ 7“ Virtual Terminal (VT) is a 
robust and powerful ISOBUS operating device for 
the use in tractors, agricultural and utility 
machines. It provides ISOBUS functionality 
according to ISO 11783 (UT, AUX-N, FS) and 
enables intuitive implement operation directly 
from the cab. Thanks to its easy installation, the 
terminal is ready for immediate use. 

 

 

 

   Highlights 
 

 ISOBUS functionality according to ISO 11783: 
Universal Terminal, AUX-N and File Server 

 Robust 7“ high resolution display, sunlight-
readable 

 2 m connection cable (CAN & power) with 
ISOBUS InCab connector 

 Adapter cover with integrated on/off switch 

 1“ RAM-Mount ball for flexible installation 

 Plug & Play retrofit for tractors with ISOBUS 
InCab connector 

 

 

Figure: Front view of OPUS B2m+  

 

 

Figure: Rear view of OPUS B2m+ with ISOBUS InCab connector 
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 Spezifications   

 

 

Order information 

  

Name Order number Description 

OPUS B2m+ 7” VT 4002180 OPUS B2m+ 7“ Virtual Terminal  

(incl. Cover, Switch, InCab 2m) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

Display size 7” color display 

Dimensions 188 mm x 129 mm 

Resolution 800 x 480 px, 15:9 

Touchscreen Capacitive PCT, Multi (5), operable with gloves 

Acoustic signals Integrated buzzer, 92 dB(A) at 10 cm, 2700 Hz 

Operating voltage 9 – 36 V DC 

Protection class IP66 and IP67 

Operating temperature -30°C … +75°C 

Accessories included 2m connection cable (InCab connector) 

Adapter cover with switch 

1” RAM-Mount ball 


