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b-Drive Cab Control 
 

HMI with SAE J1939 or  

CANopen interface 

b-Drive Cab Control 

Product overview 

b-drive Cab Control is a HMI interface for mobile applications 

with SAE J1939 interface. 

 

The key features of the controller are: 

 J1939 or CANopen® interface 

 Dimmable LED indicators and symbols 

 IP67 protection class 

 Vibration and shock proof 

 Operation Temperature -40°C to +85°C 

 Life time of up to 500000 cycles 

 Multiple button functions 

 Supply voltage 6-30V 

CE conformity 

 ISO 14982 – Agricultural and forestry machinery (EMC) 

 EN13309:2000 – Construction machinery 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Illustration: b-Drive Cab Control 

Field of application: 
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b-Drive Cab Control 
 

HMI with SAE J1939 or  

CANopen interface 

Dimensions in cm (inch) 

 

Order information 

Name Order no. Description 

b-Drive Cab Control 
Encoder 

4000107 5 buttons, 1 encoder with button, dimmable lighting, J1939 CAN® protocol - 
3J0015-200 

b-Drive Cab Control 
Encoder 

4000108 5 buttons, 1 encoder with button, dimmable lighting,  CANopen® protocol - 
3J0015-200N 

b-Drive Cab Control 
Joystick 

4000109 5 buttons, 1 joystick encoder with button, dimmable lighting, J1939             
CAN® protocol - 3J0115-200 

b-Drive Cab Conrol 
Joystick 

4000110 5 buttons, 1 joystick encoder with button, dimmable lighting, CANopen® 
protocol - 3J0115-200N 

b-DriveSupply B12604-BDS-
100-2000 

b-Drive cable 

 


